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Vyrobek - Product

NOXx (10% 02)

©

Strojirensky zku$ebni tstav, s.p., Brno, Ceska republika
Engineering Test Institute, Public Enterprise, Czech Republic

OSVEDCENi O ZKOUSCE
CERTIFICATE OF TEST

Giso  0-39-00122-16

Vyrobce - Manufacturer Jaroslav Cankar a syn ATMOS

Velenského 487, 294 21 Béla pod Bezdézem
Ceska republika - Czech Republic

Kotel teplovodni - Hot-water boiler

DC 18 S, DC 22 SX, DC 32 S, DC 30 SE, DC 40 SX, DC 30 RS, C 32 ST,

Typové oznaceni -Type designation C30S,AC45S (KC 45S), C 18 SP, AC 25 SP (KC 25 SP),

DC 25 SP, DC 30 SPX

PozZadavky na ekodesign - Ecodesign Nafizeni Komise (EU) &. 2015/1189, pfiloha i, ¢l. 1

requirements Commission Regulation (EU) No. 2015/1189, Annex I, Art. 1

Metoda zkousek - Test method CSN EN 303-5:2013

ZpUsob topeni - Heating method automatické - automatic

Preferované palivo - Preferred fuel drevni pelety — C1 — wood pellets — C1

Vysledky - Results
C328T
DC32S C 18 SP
Typ - type DC18S  psose  pc3oRs G308 Acassp  D625SP
DC 22 SX DC 40 SX AC45S (KC 25 SP) DC 30 SPX
(KC 45 S)

Jmenovity vykon — Nominal output
CO (10% O2) mg/mn’ 240 394 393 324 178 138
OGC (10% 0O2) mg/my’ 10 11 8 8 10 7
Prach - Dust (10% O2) mg/m,® 28 29 25 30 20 20
NOx (10% 02) mg/mp> 187 166 166 183 197 189
Uzite€na uginnost —
Useful efficiency % 83,9 84,1 85,2 84,7 84,8 83,6
Snizeny vykon — Minimal output
CO (10% O2) mg/mp’ 359 359 359 359 246 246
OGC (10% 0O2) mg/me> 20 20 20 20 5 5
Prach - Dust (10% O2) mg/mp’ 14 14 14 14 19 19
NOx (10% 02) mg/me’ 166 166 166 166 191 191
Uzite€na Gginnost —
Useful efficiency % 81,1 81,1 81,1 81,1 84,1 84,1
Sezonni emise - Seasonal emissions
CO (10% O32) mg/m,’ 341 364 364 354 236 230
OGC (10% O3) mg/m,’ 19 19 18 18
Prach - Dust(10% O3) o

mg/m,® 16 18 16 16

mg/m,’ 166 169
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C32ST
DC32S C 18 SP
Typ - type DC18S  pc30SE  DC30RS C30S  ,cassp DC25SP
DC 22 sX DC 40 SX AC45S (KC 25 SP) DC 30 SPX
(KC 45 S)
nson % 81,5 81,6 81,7 81,7 84,2 84,1
F1 % 3 3 3 3 3 3
F2 % 1.4 1,3 1,3 1,3 1,5 1,2
Sezonni energeticka G¢innost - Seasonal space heating energy efficiency
ns % 77 77 77 77 80 80

Protokoly €. - Reports No.

39-10792 a protokoly navazuijici - and follow-up reports,
Podklad pro vydani osvédéeni vydané Zkugebni laboratofi ¢. 1045.1, akreditovanou CIA o.p.s.,
- Basis for Cettificate issue Cislo osvédceni o akreditaci 447/2015

issued by Testing Laboratory No. 1045.1, accredited by CAl,

Accreditation Certificate No. 447/2015

Strojirensky zku$ebni Ustav, s.p. timto certifikdtem potvrzuje, ze u prfedmétného vyrobku proved|
hodnoceni a vypocty s vy$e uvedenymi vysledky.

The Engineering Test Institute certifies by this Certificate to have conducted for the given product the
evaluation and calculation with above stated results.

Brno, 2016-02-04 1

Milan Holomek
vedouci zku$ebny tepelnych a ekologickych zafizeni
Head of Heat and Ecological Equipment Test Station
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